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Stake Body Reefer
	 Sizes	 96" Body Width	 102" Body 	

	 Width
	 Height	 Length	  

	 85"	 12', 14', 16', 18', 20'	  —

	 91"	 12', 14', 16', 18', 20'	  —

	 97"	 16', 18', 20'	 18', 20'

	 Standard Features
	 Subframe	 4" foam-in-place urethane insulation in floor, 4" I-beam 

longrails, 3" steel I-beam crossmembers on 12" centers. 
Glassboard subpan over crossmembers. Mylar tape 
between crossmembers and bottom rail.

	 Floor Type	 1-1/4" extruded aluminum hat type, welded watertight, 
including 4 drains with kazoos and built-in 6" high 
extruded aluminum scuff plate.

	 Side Walls	 Sheet & post, .040" pre-painted white aluminum sheet, 
with Z posts on 16" centers, 3" foam-in-place urethane 
insulation and seamless glassboard liner.

	 Front End Assembly	 Radius design with stainless steel corner posts; 
reinforcement and opening for refrigeration unit, 
roadside folding steps and grab handle, glassboard liner 
and 4" foam-in-place urethane insulation.

	 Rear Frame	 Stainless steel with built-in clearance lights protecting 
header, curbside grab handle.

	 Exterior Lights	 Per FMVSS-108 specifications, including reflectors. All 
wiring in loom and sealed wire harness.

	 Rear Door	 Insulated overhead door with inside safety release.

	 Mounting	 Mounted with tapered wood sleeper slats and contoured 
diameter steel U-bolts. Steel-channel attachment plate 
for improved body support.

	 Roof Assembly	 .032" one-piece aluminum roof with roof bows on 24" 
centers, 3" foam-in-place urethane insulation, seamless 
glassboard liner and one recessed stainless steel 
domelight with switch in cab.

	O ptions
		T  uck-away liftgates, swing doors, walkramps, 

strip curtains, interior lighting, etc.

	 Sizes and Standard Features
	 Body Lengths	 12', 14', 16', 18', 20'

	 Body Width	 96"

	 Bulkhead	 42" standard

	 Racks	 42" galvanized steel

	 Subframe	 3" steel I-Beam crossmembers on 12" centers.	
5" structural steel channel longitudinals on 12'-16' 
bodies, 6" on 18'-20' bodies

	 Rear Bumper	 5" structural steel DOT underside

	 Floor Type	 1-1/8" Apitong, cross laminated hardwood

	 Stake Pockets	 Heavy-duty steel pockets spaced to accommodate racks

	 Rub Rail	 3/8" x 2" steel strap welded over side pockets

	 Outside Rail	 One-piece rolled form steel

	 Lights	 FMVSS-108 specification: recessed, rubber mounted 
corner lights

	 Options
	 	 Bulkhead sizes from 42"-48",  liftgates available, 

various floor overlays, etc.

	 Contact
		T  alk to your Sterling Dealer today. For more information on Morgan 

bodies, contact Dan Pavkov of Morgan Corporation for more details 
(330) 352-7431 or (330) 244-9111

Dry Van
	 Sizes	 96" Body Width	 102" Body Width
	 Height	 Length	  

	 85"	 12', 14', 16', 18', 20'	  —

	 91"	 12', 14', 16', 18', 20'	  —

	 97"	 16', 18', 20'	 18', 20'

	 103"	 18', 20'	  —

	 109"	 18', 20' (West Coast Only)	 18', 20' (West Coast Only)

 Liftgates
		  • Select truckaway liftgates up to 3000-lb. capacity
		  • Liftgate cutoff switch, cab mounted
		  • Extra-heavy-duty liftgate bumper (BS-11)
		  • Structural liftgate bumper (BS-55)
	 	

		  Sides	F ront

	 FT-1	 3/8" plywood,	 1/2" plywood, full	   
full height	 height

	FT -2	 24" high, 3/8" plywood 	 1/2" plywood, full 
from floor, 24" plywood	 height 
from ceiling with 3 Apitong 
slats, evenly spaced

	FT -3	 10-1/2" Apitong scuff,	 10-1/2" Apitong scuff, 
6 rows Apitong slats	 6 rows Apitong slats

	FT -4	N o Liner

	FT -5	 1/2" plywood, full height	 1/2" plywood, full 
	 length

	FT -6	 10-1/2" Apitong scuff,	 1/2" plywood, full 
7 rows Apitong slats	 length


